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DETAILED ACTION 
Claim Rejections - 35 USC § 102 

The following is a quotation of the appropriate paragraphs of 35 U.S.C. 102 that 
form the basis for the rejections under this section made in this Office action: 
A person shall be entitled to a patent unless - 

(b) the invention was patented or described in a printed publication in this or a 
foreign country or in public use or on sale in this country, more than one year 
prior to the date of application for patent in the United States. 

(e) the invention was described in (1) an application for patent, published under 
section 122(b), by another filed in the United States before the invention by the 
applicant for patent or (2) a patent granted on an application for patent by 
another filed in the United States before the invention by the applicant for patent, 
except that an international application filed under the treaty defined in section 
351 (a) shall have the effects for purposes of this subsection of an application 
filed in the United States only if the international application designated the 
United States and was published under Article 21,(2) of such treaty in the English 
language. 



Claims 1-4, 13-17, 25, and 28-31 are rejected under 35 U.S.C. 102(b) as being 
anticipated by Derrick et al. 

As broadly drafted, these claims do not define any structure/step that differs from 
Derrick et al. (Derrick, 5,782,980). 

With regard to claim 1, Derrick discloses a system for arbitrating access to a 
shared resource (shown generally at Fig. 4) comprising: 

a plurality of microprocessors (406, see also col. 1, lines 22-27 and 31-43); a 
shared resource (408, Fig. 4 or 706, Fig. 7); and a controller (402, Fig. 4 or 710, Fig. 7) 
coupled to the plurality of microprocessors (406, see also col. 1 , lines 22-27 and 31-43) 
and the shared resource (408, Fig. 4 or 706, Fig. 7) by a first bus (bus 404 connecting 
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the bus masters to the bus controller 402; or local bus 704, Fig. 7) and a second bus 
(the bus connecting the shared resource to the bus controller as shown in Fig. 4 or the 
bus connecting the system memory 706 to the controller 710 as shown in Fig. 7), 
respectively, the controller (402, Fig. 4 or 710, Fig. 7) including a register (spin buffer 
502 of the controller 710, for example, includes at least one register 520) having a lock 
portion associated with each of the plurality of processors (ID field associated with each 
of the plurality of masters/processors, see at least col. 5, lines 2-51 ) and at least one 
status portion (field containing 1 bit LOCK, see at least col. 5, lines 2-51), each of the 
lock portions (ID field associated with each of the plurality of masters/processors) 
indicating whether the associated one of the plurality of microprocessors has obtained 
access to communicate with the shared resource (see at least col. 5, line 2 to col. 6, line 
53) and each of the at least one status portions (field containing 1 bit LOCK ) includes a 
bit indicating whether any of the plurality of microprocessors has obtained access to 
communicate with the shared resource (see at least col. 5, line 2 to col. 6, line 53). 

With regard to claim 2, it is clear that the shared resource comprises a memory 
device such as memory 706. 

With regard to claim 3, it is clear that the system of Derrick includes includes a 
plurality of shared resources (see at least Fig. 4). 

With regard to claim 4, it is clear that the register includes at least as many lock 
portions and status portions as there are shared resources, wherein each shared 
resource has a lock portion and a status portion associated therewith (see at least Fig. 5 
and description thereof; see also col. 5, line 2 to col. 6, line 53). 
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With regard to claim 13, Derrick discloses a controller (shown generally at Figs. 
4-7) for arbitrating access to at least one shared resource (408/706) by a plurality of 
processors (406, see also col. 1, lines 22-27 and 31-43), the controller comprising: a 
first register portion (registers used for "ID" included in spin buffer 502, Fig. 5, for 
example) including a plurality of layers (a plurality of stacked registers), each of the 
plurality of layers being associated with a different one of the plurality of processors 
(406, see also col. 1 , lines 22-27 and 31-43), each of the plurality of layers (a plurality of 
registers 520) including an access indication portion (ID filed, see at least col. 5, lines 2- 
51 ) associated with each of the at least one shared resource (408/706), the access 
indication portion (ID filed, see at least col. 5, lines 2-51) holding an indicator (M bits) of 
whether a processor (406, see also col. 1 , lines 22-27 and 31-43) associated with a 
particular layer (a plurality of registers) has obtained access to communicate with the 
shared resource associated with the access indication portion of the particular layer 
(see at least col. 5, lines 2-51); and an access arbitration device (arbiter 506, Fig. 
5/arbitration logic, Fig. 4), for example) associated with all of the access indication 
portions (of spin buffer 502 associated with arbiter 506, Fig. 5/arbitration logic, Fig. 4) of 
each of the at least one shared resources (408/706) for controlling access to the 
associated shared resource (408/706) by the plurality of processors (406, see also col. 
1, lines 22-27 and 31-43), the access arbitration device (arbiter 506, Fig. 5/arbitration 
logic, Fig. 4, for example) including an input for receiving access indication signals from 
the plurality of processors (it is clear that the so-called "access indication signals" from 
the masters/processors must be received by the arbiter before arbitration can be 
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performed), the access arbitration device: (A) determining whether the at least one 
shared resource is being accessed by any of the plurality of processors (the arbiter 
must first determine whether the shared resource is free before granting access to one 
of the masters/processors); and (B) arbitrating access to the shared resource based on 
the determination made Step (A) (it is clear that if the shared resource is determined to 
be free then arbitration can be performed by the arbiter employing an arbitration logic). 

With regard to claim 14, in Derrick, if a particular processor of the plurality of 
processors ((406, see also col. 1, lines 22-27 and 31-43) requires access to a particular 
one of the at least one shared resources (408/706), it inputs an access indicator to the 
input of the access arbitration device associated with the particular shared resource 
and, no other processor has access to the shared resource, as determined in Step (A) 
(the arbiter must first determine whether the shared resource is free before granting 
access to one of the masters/processors), the access arbitration device grants access 
to the particular shared resource by the particular processor (it is clear that if the shared 
resource is determined to be free then arbitration can be performed by the arbiter 
employing an arbitration logic). 

With regard to claim 15, in Derrick, if a particular processor of the plurality of 
processors requires access to a particular one the at least one shared resources, it 
inputs an access indicator to the input of the access arbitration device associated with 
the particular shared resource and, if another processor has access to the shared 
resource, as determined in Step (A), the access arbitration device denies access to the 
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particular shared resource by the particular processor (it is clear that if a shared 
resource is accessed by a particular master/processor, then the arbiter denies access to 
the shared resource; arbitration among masters/processors is performed only when the 
shared resource is free or available for accessing). 

With regard to claim 16, in Derrick, the access arbitration device grants access to 
the particular shared resource by the particular processor by passing the access 
indicator input to the access arbitration device by the particular processor to the access 
indication portion for the particular shared resource in the layer associated with the 
particular processor (if a particular master/processor gains access to the shared 
resource via arbitration, the LOCK bit is set in the registers of the spin buffer). 

With regard to claim 17, in Derrick, it is clear that the access arbitration device 
denies access to the particular shared resource by the particular processor by clearing 
the access indicator input to the access arbitration device by the particular processor 
(when the shared resource is not available, the request for access to the shared 
resource of a particular master/processors is denied, and according to the principle of 
arbitration, the master/processor must retry, or in other words, the access indicator input 
to the access arbitration device by the particular processor is cleared by a new access 
indicator input to the access arbitration device by the particular processor must provided 
to the arbiter for arbitration for access to the shared resource. 

With regard to claim 25, the controller of Derrick further comprises a second 
register portion (registers for "LOCK" included in spin buffer 502) including a status 
indication portion (LOCK bit) associated with each of the at least one shared resources, 
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each status indication portion including a status indicator which indicates whether the 
shared resource associated with the status indication portion is being accessed by one 
of the plurality of processors (see at least col. 5, lines 2-51). 

With regard to claims 28-31 , see discussion above and further discussion below 
in response to Applicants' remarks and arguments. 

Response to Arguments 

Applicants' arguments filed 3/24/2006 have been fully considered but they are 
not persuasive. 

At the outset, Applicants are reminded that claims subject to examination will be 
given their broadest reasonable interpretation consistent with the specification. In re 
Morris, 127F.3d 1048, 1054-55 (Fed. C/r. 1997). In fact, the "examiner has the duty of 
police claim language by giving it the broadest reasonable interpretation." Springs 
Window Fashions LP v. Novo Industries, LP., 65 USPQ2d 1862, 1830, (Fed. Cir. 
2003). Applicants are also reminded that claimed subject matter not the specification, is 
the measure of the invention. Disclosure contained in the specification cannot be read 
into the claims for the purpose of avoiding the prior art. In re Sporck, 55 CCPA 743, 386 
F.2d, 155USPQ 687 (1986). 

With this in mind, the discussion will focus on how the terms and relationships 
thereof in the claims are met by the references. Response to any limitations that are not 
in the claims or any arguments that are irrelevant and/or do not relate to any specific 
claim language will not be warranted. 
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The 35 USC 112 Rejection: 

The amendment to claim 28, filed 3/24/2006, overcomes the 35 USC 112, 2 nd 
paragraph rejection. 

The Derrick 102 Rejection: 

With regard to claim 1 , Applicants argue that "the system of the present invention 
includes, among other features, a register having a lock portion associated with each of 
the plurality of processors. To the contrary, the device of Derrick has a register 
associated with each of the semaphores/resources. Derrick does not teach or suggest a 
lock portion associated with each of a plurality of processors. In fact, Derrick only 
teaches a memory location in the register in which a lock bit is written if a device takes 
ownership of the semaphore/resource associated with the particular register assigned to 
the semaphore. While the examiner states that Derrick teaches ID fields associated with 
each processor, this is not the case. As stated above, each register 520 includes an ID 
field for the identification of the master that currently owns the associated resource. 
However, when that master no longer owns that resource, and a different master takes 
ownership, that ID field then includes the identification of the new master. Therefore, the 
ID field in each register is not associated with each processor, as the information in that 
field can identify any of the masters that take ownership of the resource associated with 
the register." 
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Contrary to Applicants' argument, Derrick clearly discloses that "[v]arious 
methods may be employed to encode the ID and lock information within memory 
locations 520A-520Z, as shown in more detail in FIGS. 8-10. Referring to FIG. 8, a first 
method of encoding the lock and ID information uses a single lock bit, and a number M 
of bits sufficient to binarily encode each device that needs to access the shared 
resource with a unique ID. Thus, if there are eight devices in a system, three bits in the 
ID field would be required, with each of the eight binary combination corresponding to 
one of the devices. With this type of encoding scheme, the LOCK bit is set if the shared 
resource corresponding to the spin buffer location is owned by another device, and the 
binary encoding in the ID field indicates which device owns the shared resource. " See 
Derrick, column 5, lines 9-22. Thus, it is clear that each ID field in the memory location 
(register) is associated with each of a plurality of processors, and a single lock bit 
indicates whether any of the processors has obtained access to the shared resource. 
Further, Derrick discloses that "an alternative scheme is known as 'one hot' encoding. 
In this scheme, a separate lock bit is provided for each different device, and one of the 
lock bits are set if the corresponding device owns the shared resource. Referring to 
FIG. 10, yet another encoding scheme has a single lock bit, with a separate ID bit 
corresponding to each device that must share the shared resource." See Derrick, 
column 5, lines 22-33. Thus, it is clear that each ID field in the memory location 
(register) is associated with each of a plurality of processors, and the lock bit(s) 
indicates whether any of the processors has obtained access to the shared resource. 
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With regard to claim 13, Applicants argue that "Derrick does not teach a first 
register portion including a plurality of layers, each of the plurality of layers being 
associated with a different one of the plurality of processors. There is no disclosure in 
Derrick that teaches or suggests that any part of the spin buffer 502, which includes 
registers 520, is associated with a different one of the masters that seek ownership of 
the semaphores. In Derrick's system, each register 520 is associated with a different 
semaphore, but no registers are associated with a different master. Furthermore, 
Derrick does not teach or suggest an access indication portion which holds an indicator 
of whether a processor associated with a particular layer has obtained access to 
communicate with the shared resource associated with the access indication 
portion of the particular layer. The examiner states that the access indication portion of 
Derrick is the ID field, however, as discussed above, the ID field is a part of the register 
which is associated with a semaphore." 

Contrary to Applicants' argument, Derrick discloses a controller (shown generally 
at Figs. 4-7) for arbitrating access to at least one shared resource (408/706) by a 
plurality of processors (406, see also col. 1, lines 22-27 and 31-43), the controller 
comprising: a first register portion (registers used for "ID" included in spin buffer 502, 
Fig. 5, for example) including a plurality of layers (a plurality of stacked registers), each 
of the plurality of layers being associated with a different one of the plurality of 
processors. Further, Derrick clearly discloses that "[v]arious methods may be employed 
to encode the ID and lock information within memory locations 520A-520Z, as shown in 
more detail in FIGS. 8-10. Referring to FIG. 8, a first method of encoding the lock and 
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ID information uses a single lock bit, and a number M of bits sufficient to binarily encode 
each device that needs to access the shared resource with a unique ID. Thus, if there 
are eight devices in a system, three bits in the ID field would be required, with each of 
the eight binary combination corresponding to one of the devices. With this type of 
encoding scheme, the LOCK bit is set if the shared resource corresponding to the spin 
buffer location is owned by another device, and the binary encoding in the ID field 
indicates which device owns the shared resource. " See Derrick, column 5, lines 9-22. 
Thus, it is clear that each ID field in the memory location (register) is associated with 
each of a plurality of processors, and a single lock bit indicates whether any of the 
processors has obtained access to the shared resource. Further, Derrick discloses that 
"an alternative scheme is known as 'one hot' encoding. In this scheme, a separate lock 
bit is provided for each different device, and one of the lock bits are set if the 
corresponding device owns the shared resource. Referring to FIG. 10, yet another 
encoding scheme has a single lock bit, with a separate ID bit corresponding to each 
device that must share the shared resource." See Derrick, column 5, lines 22-33. Thus, 
it is clear that each ID field in the memory location (register) is associated with each of a 
plurality of processors, and the lock bit(s) indicates whether any of the processors has 
obtained access to the shared resource. 

Applicants also argue that "Derrick also does not teach an access arbitration 
device associated with all of the access indication portions for carrying out the steps 
recited in the claim. While Derrick does disclose an arbiter 506, as pointed out by the 
examiner, there is absolutely no description in Derrick of the operation of the arbiter." 
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Contrary to Applicants' argument, Derrick clearly discloses that a "[b]us controller 
402 may control accesses by bus masters 406 to shared resources 408 using any 
suitable scheme. For example, bus controller 402 may include arbitration logic which 
determines when to grant access to a shared resource 408 to a bus master 406. Bus 
controller 402 may thus assign bus masters 406 a priority which determines the order of 
granting their requests for shared resources 408." Note also that arbitration is a 
computer terminology referring to a set of rules (a priority scheme, for example) used for 
determining and allocating a shared machine resource to more than one hosts or 
masters vying for the same resource when the shared resource is available (not being 
accessed by any host/master). 

With regard to claim 28, Applicants argue that "Derrick does not teach processing 
access indication signals received from each of a plurality of processors. While 
individual masters may read a register associated with a semaphore, there is no access 
indication signal in the Derrick system that is received from the masters and then 
processed by the system. Since there are no access indication signals in Derrick's 
system, they cannot be stored. Derrick does not teach performing a logic operation on 
the processed access indication signals to generate an access arbitration signal. Since, 
as discussed above, Derrick does not teach access indication signals, he cannot teach 
performing a logic operation on them, nor can he teach receiving a further access 
indication signal from a particular one of the plurality of processors. Lastly, since no 
operation of the arbiter 506 is disclosed by Derrick, Denick does not teach or suggest 
arbitrating access to the shared 
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resource by the particular processor based on the state of the access arbitration signal." 

Contrary to Applicants' argument, Derrick clearly discloses that "[v]arious 
methods may be employed to encode the ID and lock information within memory 
locations 520A-520Z, as shown in more detail in FIGS. 8-10. Referring to FIG. 8, a first 
method of encoding the lock and ID information uses a single lock bit, and a number M 
of bits sufficient to binarily encode each device that needs to access the shared 
resource with a unique ID. Thus, if there are eight devices in a system, three bits in the 
ID field would be required, with each of the eight binary combination corresponding to 
one of the devices. With this type of encoding scheme, the LOCK bit is set if the shared 
resource corresponding to the spin buffer location is owned by another device, and the 
binary encoding in the ID field indicates which device owns the shared resource. " See 
Derrick, column 5, lines 9-22. Thus, it is clear that each ID field in the memory location 
(register) is associated with each of a plurality of processors, and a single lock bit 
indicates whether any of the processors has obtained access to the shared resource. 
Further, Derrick discloses that "an alternative scheme is known as 'one hot' encoding. 
In this scheme, a separate lock bit is provided for each different device, and one of the 
lock bits are set if the corresponding device owns the shared resource. Referring to 
FIG. 10, yet another encoding scheme has a single lock bit, with a separate ID bit 
corresponding to each device that must share the shared resource." See Derrick, 
column 5, lines 22-33. Thus, it is clear that each ID field in the memory location 
(register) is associated with each of a plurality of processors, and the lock bit(s) 
indicates whether any of the processors has obtained access to the shared resource. 
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Further, Derrick clearly discloses that a "[b]us controller 402 may control accesses by 
bus masters 406 to shared resources 408 using any suitable scheme. For example, 
bus controller 402 may include arbitration logic which determines when to grant access 
to a shared resource 408 to a bus master 406. Bus controller 402 may thus assign bus 
masters 406 a priority which determines the order of granting their requests for shared 
resources 408." Note also that arbitration is a computer terminology referring to a set of 
rules (a priority scheme, for example) used for determining and allocating a shared 
machine resource to more than one hosts or masters vying for the same resource when 
the shared resource is available (not being accessed by any host/master). 

Allowable Subject Matter 

Claims 5-12, 18-24, 26, and 27 are objected to as being dependent upon a 
rejected base claim, but would be allowable if rewritten in independent form including all 
of the limitations of the base claim and any intervening claims. 

THIS ACTION IS MADE FINAL Applicant is reminded of the extension of time 
policy as set forth in 37 CFR 1.136(a). 

A shortened statutory period for reply to this final action is set to expire THREE 
MONTHS from the mailing date of this action. In the event a first reply is filed within 
TWO MONTHS of the mailing date of this final action and the advisory action is not 
mailed until after the end of the THREE-MONTH shortened statutory period, then the 
shortened statutory period will expire on the date the advisory action is mailed, and any 
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extension fee pursuant to 37 CFR 1.136(a) will be calculated from the mailing date of 
the advisory action. In no event, however, will the statutory period for reply expire later 
than SIX MONTHS from the mailing date of this final action. 



Any inquiry concerning this communication should be directed to Khanh Dang at 
telephone number 571-272-3626. 



Khanh Dang 
Primary Examiner 



